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Power Unit
Option of Tier 3 or Tier 4 
engine with generous access 
for maintenance. Innovative 
hydraulic system provides 
significant improvements 
in fuel economy.

Conveyor
The main conveyor features 
easy access heavy duty 
skirting and bolt together 
feed boots, and is lower 
to the ground for ease of 
maintenance and service.

Crusher
Longer jaw die with steeper 
angle results in a more 
effective geometry, dragging 
the material down for greater 
production with reversible 
hydrostatic drive, reversible 
jaw plates, and twin hydraulic 
ram wedge closed side setting 
(CSS) adjust.

Feeder
Pan feeders have chutes with 
steeper angles to reduce 
material sticking, heavy duty 
bofar design, and heavy duty 
wear plates at the exit.



With 1270 (50”) x 735 (29”) single toggle jaw 
(the widest jaw in its class), the J50 places 
McCloskey International at the fore of portable 
crushing machinery. Maximum productivity is 
delivered through the enhancements to the jaw 
box including heavier flywheels and optimization 
for all crushing applications. 

The J50's jaw speed leads to better reduction 
and material being processed faster through the 
crushing chamber.

McCloskey International has a proven reputation 
for designing quality, best-in-class equipment 
and the J50 crusher brings even more power and 
productivity together in one machine.

With its class-leading throughput and capacity 
and the largest stockpile height in its category the 
J50 crusher continues to push the boundaries of 
industry performance.

The J45 and J45R high capacity jaw crushers 
feature a true 1118 (45") x 688 (27") jaw. 
With both level and load sensors the J45s 
ensure the most efficient material handling 
across applications. Optimized for all crushing 
applications, the J45 features a heavy duty 
bofar design and pan feeder chutes with steeper 
angles to reduce material sticking.

Both the J45 and J45R boast a 14’-10.2” x 
7’-3/4” hopper with close to 9 cubic yards 
(6.8m3) capacity. The main conveyor features 
heavy duty skirting and is closer to the ground 
for ease of access and maintenance. The J45R 
offers the versatility of a recirculating conveyor 
to either return material or stockpile separate 
finished product.

Rugged and versatile, the J45 and J45R 
offer the field-tested reliability required for the 
toughest projects around the globe.

With a 1016 (40”) x 610 (24”) single toggle jaw, 
the  J40 Jaw Crusher continues McCloskey’s 
focus on quality, durability, and productivity. 
With Tier 3 or Tier 4 engine options, heavy duty 
cheekplate design. 40’’ wide jaw and user-
friendly control panel with excellent machine 
diagnostics, the J40 provides contractors 
with a highly portable option while meeting all 
production expectations. At 2.5 metres wide (8'-
2"), it’s ideal for applications that require a high 
degree of mobility.

Maximum productivity is delivered through the 
enhancements to the jaw box, including the 
larger space between the crusher discharge and 
main conveyor feedboot. 

The J40 retains the core values expected in 
a full size McCloskey jaw crusher, including 
high capacity production and heavy duty build, 
packaged for efficiency and mobility.
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J45
 Transport Length: 47'-5.9" (14.476m)

 Transport Width: 8’ 2.5” (2.5m)

 *Engine 350 Hp (261 kw) Transport Height: 11' - 1.8" (3.4m)

 Stockpile Height: 12' - 8.7" (3880mm) Weight: 96,783 lbs (43,900 kg) est.

J45R
 Transport Length: 50'-3.2" (15.422m)

 Transport Width: 10' - 2" (3.1m)

 *Engine 350 Hp (261 kw) Transport Height: 11' - 1.8" (3.4m)

Fines Stockpile Height: 9'-9" (2965mm)  Weight: 108,026 lbs. (49,000 kg) est.

J50
Transport Height: 11' - 2" (3.4m)

Transport Width: 9' - 10" (3.0m)

Engine: 350 Hp (261 kw) Transport Length: 48'-10.9" (14.908m)

Stockpile Height: 13’ - 11” (4250mm) Weight: 112,435 lbs (51,000 kg) inc. magnet

J40
Transport Height: 10’ 6” (3.2m)

Transport Width: 8’ 2.5” (2.5m)

*Engine: 225 hp (166 kw) Transport Length: 45’ 2.5” (13.778m)

Stockpile Height: 11'-4.2" (3458mm) Weight: 68,343 lbs (31,000 kg)
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